
Pre-Release B Testbed at  LaRC
Document number: 420-TD-003-003    (5/15/97)
0685 1204 1663 1212 1663* 0684

SPRHW-LARC-8 SPRHW-LARC-5 SPRHW SPRHW-LARC-6 SPRHW SPRHW-LARC-3

X-Terminal Science Processor LARC-6A Science Processor LARC-5A X-Terminal

NCD HMX-Pro SGI PC XL 8 CPU 15x4.3 GB SGI PC XL 12 CPU 15x4.3GB NCD HMX-Pro

16MB; 21" m. 1GB RAM; 4GB; RAID 1024MB RAM; 4GB; 4mm RAID 16MB; 21" monitor

SPRHW-LaRC-5 not attached to Testbed SPRHW- SPRHW-

LARC-6B LaRC-5B

SPRHW-LARC-4 20x4.3GB 1663 8mm

X-Terminal RAID SPRHW-LaRC-6D Stkr

NCD HMX-Pro 1663 IMF Archive 0752*

16MB; 21" monitor 20X4.3 GB RAID

4392 Also restripe LaRC-6B for total 100GB
PLNHW 0686 0687

1415 1292 AITHW-LARC-1 AITHW-LARC-2 AITHW-LARC-3

PLNHW-LARC-1 PLNHW- PLNHW-LARC-2 AIT WS AIT WS Printer

Planning Server LARC-1A Planning WS SUN Sparc 20/50 SUN Sparc 20/50 HP LaserJet 4M+

SUN Sparc 20/71 14x2.1GB SUN Sparc 20/50 64MB;2GB 128MB; 2GB 12ppm; 14MB RAM

384MB, 6GB RAID 64MB; 2GB  +4GB +4GB 0647  larcp4

+2 GB 4371 +2GB 4356 +2GB
1413 4355 4343

0790

1359 0783 MSS 1457 CSS
MSS-LaRC-2.2 MSS-LaRC-1.1 MSS-LaRC-1.1A MSS-LARC-4A

Printer MSS WS 1455 20GB Shared HP RAID 1370

HP LaserJet 4M+ SUN 20/50 8GB MSS-LARC-4 CSS-LARC-1
12ppm; 14MB 96MB; 2GB SUN Disk MSS Server CSS Server

4270    larcp1       +2GB HP J210/1 HP J210/1

256MB; 2GB 256MB; 2GB

4364, 0783
1290

MSS-LARC-3 1613

CM Server MSS-LaRC-3A

SUN Sparc 20/50  Staging RAID
64MB; 2GB 79 GB

+2GB 

4354

ICLHW-LARC-4 and ACMHW-LaRC-5 are support devices and are not part ofTestbed delivery
* Previously attached to SPRHW-LARC-5. When SPRHW-LARC-5 is included in the Testbed, they may be reattached to SPRHW-LaRC-5. The nomenclature is, therefore, retained.



0691 SPRHW
SPRHW-LARC-3 SPRHW-LaRC-9

X-Terminal X-Terminal

NCD HMX-Pro NCD HMX-Pro

16MB; 21" monitor 16MB; 21" m.

4086

SPRHW-LaRC-10

X-Terminal

NCD-HMX-Pro

16MB; 21" m.

AITHW
AITHW-LARC-3

Printer

HP LaserJet 4M+

12ppm; 14MB RAM

Infrastructure

1199 1202

ACMHW- ACMHW-LARC-4

LARC-3A NFS Server

15x4.3 GB SGI Challenge L
RAID 256MB; 4GB

* Previously attached to SPRHW-LARC-5. When SPRHW-LARC-5 is included in the Testbed, they may be reattached to SPRHW-LaRC-5. The nomenclature is, therefore, retained.


